








Specialised machines for pressing swage terminals

Y

CODE - WT-A100

A 100

Swaging range: 1,6 mm -5 mm (1/16in-3/16in)

Dimensions: L500 mm (19 3/4in) W 300 mm (11 3/4in) H 100 mm (4 in)
Weight: 12 kg (26 lbs)

SUPPLIED WITH HANDPUMP

CODE - WT-A200
A 200

Swaging range: 1,6 mm—8 mm (1/16 in—5/16in)

Dimensions: 500 mm (19 3/4in)W290 mm (11 3/4in) H 140 mm (5 1,/2 in)
Weight: 19,5 kg (43 Ibs)

/ SUPPLIED WITHOUT HANDPUMP

]
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CODE - WT-A250 Lloyd‘s register of ship-
f 20 ping approved
Swaging range: 2,5mm-=12 min (3/32in-1/2in)

Dimensions: L 1320mm (52 in); W 370 mm (14 3/4 in) H 177 mm (7 in)

Shipping dimension: 1. 80 cm (31 1,/2) W 60 cm (23 5/8) H42 cm (16 9/16)
Wetight: 58 kg (127 Ibs)

SUPPLIED WITHOUT HANDPUMP
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A 300 : CODE - WT-A300
Swaging range: 2,5mm-12 min (3/32in-1/2in)
Dimensions:

L1320mm (52in) x W 370 mm (14 3/4in)x H 177 mm (7 in)
Shippingy dimension: L. 80 cm (31 1/2) W60 e¢m (23 5/8) H42 em (16 9/16)

SUPPLIED WITHOUT HANDPUMP " 67 kg (148 Ibe)
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World Standard for Swaging

New Compact w
Light Weight
Machine : A

WireTeknik’s new range of roll swagers
now come with a dual Ram which
allows the user to swage rigging screws
while they are still assembled, saving the
user valuable time!!

Optional power pack shown.

CODE - WT-A270

A 270

Swaging range: Swaging range 2,5 - 12 mm (3/32 - 1/2 in)
Dimensions: L 750 mm (44) W 420 mm (16 1/2) H 177 mm (7)
Weight: 51 kg (112 Ibs)

Shipping dimensions for transportbox: L 80 cm (31 1/2) W 60 cm
(235/8) H42 cm (16 9/16)

Swage Assembled
Rigging Screws

CODE - WT-A350

A 350

Swaging range: 2,5 - 16 mm (3/32 -5/8 in)

Dimensions: 11117 mm (44) W 370 mm (14 3/4) H 177 mm (7)
Weight: 69 kg (152 lbs)

Shipping dimensions for transportbox: 1. 80 cm (31 1/2) W 60 cm
(235/8) H42 cm (16 9/16)
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Wireteknik Rollswaging Machine
Designed for pressing terminal fittings to steel core wire and solid rod The Wireteknik range of rollswagers are the ultimate
machines.

Simple and robust design with the minimum of moving parts, make these machines both reliable and extremely accurate,
yet still remain compact and easily transportable for onsite work.

Terminals pressed in a Wireteknik rollswager come out straight without the “banana” effect often experienced with other
rollswagers.

Evidence of the strength and reliability of the Wireteknik system is the approval from Lloyd’s Register of Shipping

The machines range in size from the compact A100 up to the awesome A500, capable of swaging wires up to 44mm in
diameter.

A variety of power sources are available including manual hand pumps, electric pumps and air/hydraulic pumps.

WIRE SIZE DIAMETER BEFORE SWAGING DIAMETER AFTER SWAGING
MM IN MM IN MM IN

25 3/32 5.53/5.41 218/.213 4.82 1 4.70 190/.185
3 1/8 6.35/6.22 250/ .245 5.56 / 5.44 219/ .214
4 5/32 7.54/7.42 297 1 .292 6.35/6.23 250/ .245
5 3/16 9.12/9.00 359 /.354 7.95/7.83 313/.308
5.5 7132 10.84/10.72 427/ .422 9.50/9.35 375/.368
6 1/4 12,54/ 12.42 494/ .489 11.12/10.95 438/ .431
7 9/32 14.30/14.18 563/ .558 12.70 /1250 500/ .492
8 5/16 16.13/16.01 635/ 630 14.30 / 14.07 563/ .554
9-10 3/8 17.85/17.73 703/ .698 15.90 / 15.70 625/ .618
1 7/16 19.83/19.63 781/.773 17.471 17.60]  .688/.680
12 1/2 21.44/21.32 844/ .839 19.05/18.82 750/ .741
12E - 20.08 / 20.00 - 17.80/ 17.60 -

14 9/16 25.00 / 24.88 984 /.979 22.23/22.00 875/ .866
16 5/8 28.17/28.05 1.109 / 1.104- 25.40/25.15| 1.000 /.990
19 3/4 34.52/34.40 1.359/1.354 31.75/31.44| 1.250/1.238
22 7/8 40.46 / 40.21 1.593 / 1.583 36.50/36.20 | 1.437/1.425
25 1 46.02 1 45.77 1.812/1.802 41.28/40.97 | 1.625/1.613
28 11/8 50.0 1.968 44.0 1 44.5 1.732/1.751
32 11/4 58.0 2.284 51.0 /515 2.007 / 2.028
36 1/38 65.0 2.559 57.0/57.8 2.244 /2275
38-40 1172 72.0 2.835 63.2/64.0 2.488/2.519
41-44 13/4 75.0 2.952 66.0/ 67.0 2.598 / 2.640

FORK-TERMINAL

T-TERMINAL

STUD-TERMINAL




Which Wire Rope Termination ?

There are many different combinatons and uses for BRIDCO stainless steel fittings and wire rope
terminations.

The information shown in the centre spread of the catalogue is intended as a guide to help select the combina-
tion or system most suited to your application.

For further details including dimensions and maximun loads on these and many other BRIDCO
stainless steel products, refer to appropriate page in our catalogue or consult your local BRIDCO stockist.

Swage Eyes

It is recommended for the eye to be formed around the thimble.
Swage ferrules (crimps) on stainless steel wire should always be cop-
per. Aluminium ferrules are not suitable and should only be used on

galvanised wire.

Swaging, (crimping) can done by either a special hand tool

or hydraulic press. j[ [

THE MOST COMMON STYLES OF STAINLESS STEEL ROPE :

1 x 19 A stiff wire rope made up of 19 single strands. Commonly used for standing
rigging, mast stays, ect. Has a smooth finish and looks good with swage
terminals.

7x 7 Semi flexible. Easy to hand crimp and capable of limited angles. Commonly
used on balustarding and safety rails.

7x19 Very flexible. Easiest to hand crimp. Used for running rigging or where sharp
turns are required.

What Grade of Stainless Steel?

The two most common grades are #304 and #316
#304 is commonly used and has a good level of corrosion resistance but can stain if exposed to a heavy
salt atmosphere. Periodic wash downs with fresh water helps combat staining which can be readily

cleaned with a mild hydrochloric or nitric acid wash.

#316 offers the highest resistance to corrosion and is often regarded as the premium grade. It is
recommended to use #316 if materials are exposed to a heavy salt environment.
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ECONOMY HAND WINCHES

HAND WINCH (BLACK FINISH)

CODE RATIO MAX LOAD KG
FJ-02 3.2.1 360
FJ-03 4.1:1 450
FJ-05 4.1:1 630
FJ-06 4.1:1&9.8:1 900
FJ-07 51:1&12.2:1 1125

HAND BRAKE WINCH (BLACK FINISH)

CODE

RATIO

MAX LOAD KG

FJ-75G

4:1

727

NOT RECOMMENDED FOR LIFTING
APPLICATIONS.

ECONOMICAL HAND WINCHES SUITABLE FOR TRAILERS AND LIGHT COMMERCIAL APPLICATIONS.
WINCH WIRES AND SPARE HANDLES CAN BE SUPPLIED SEPARATELY.

SPARE PARTS FOR HAND WINCHES

CODE WINCH SIZE
FJ-ANCHOR ALL
FJ-HAND MEDIUM
FJ-HAND-1 SMALL
FJ-HAND-2 LARGE
FJ-SPRING ALL
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HAACON WINCHES

STAINLESS STEEL WINCHES OF THE HIGHEST QUALITY, MADE IN GERMANY.
AlSl 304

Quiet running
High rope capacity
Compact Form

k‘ k‘ Fully encased

Self locking

h aacon Folding crank handle

Low weight
Proven security concept

Model WE 300 & 500 Model KE 300 & 500
Wall mounted Bracket Mounted

HAACON WINCHES

HA-WE300 WALL 300 4 29M 60mm 65mm 3.1 5
HA-WE500 WALL 500 5 22M 60mm 46mm 4.5 5
HA-KE300 |W OR BRKT 300 4 29M 60mm 65mm 3.1 5
HA-KE500 |W OR BRKT 500 5 22M 60mm 46mm 4.5 5

Haacon have a large range
of Industrial Winches

FOR FULL RANGE OF HAACON PRODUCTS, VISIT OUR WEBSITE www.bridco.com.au
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Jeamar Winches

YOUR FIRST CHOICE FOR WINCHING SOLUTIONS

JEAMAR Make all kinds of Winches

Jeamar Winches are precision engineered to International standards.
POWER An extensive range of models are available including lifting winches,
W|NCHES hauling winches and capstan winches. All three models are offered in

a wide variety of sizes.

LIFTING WINCH CAPSTANWINCH HAULING WINCH

HAND Jeamar manufactures heavy duty hand winches for almost any type of application. Six
different models are available in a wide variety of sizes. Completely load activated
W|NCHES braking is standard on all models and sizes.

WG SERIES £

\

CFF SERIES ¥ CW SERIES

WSG SERIES

SHEAVES AND Jeamar steel sheaves are manufactured from the highest quality, fine-grain steel, ensuring

uniformity of material, consistent high quality and greater strength. Rope grooves are work
BLOCKS hardened during the forming process, which substantially increases the life of the sheave. All
sheaves are fitted with lifetime lubricated bearings.

VERTICAL x ' - HORIZONTAL

DIRECTIONAL SNATCH BLOCK STEEL SHEAVES SINGLE SWIVEL DIRECTIONAL

Jeamar Winches
Your First Choice for Winching Solutions
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37 TAREE STREET,
BURLEIGH
Q.L.D 4220
TELEPHONE (07) 55 935688 FASCIMILE (07) 55 935872
EMAIL bridge@bridco.com.au
WEB www.bridco.com.au






